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§280.32 Compatibility.

(a) Owners and operators must use an
UST system made of or lined with ma-
terials that are compatible with the
substance stored in the UST system.

(b) Owners and operators must notify
the implementing agency at least 30
days prior to switching to a regulated
substance containing greater than 10
percent ethanol, greater than 20 per-
cent biodiesel, or any other regulated
substance identified by the imple-
menting agency. In addition, owners
and operators with UST systems stor-
ing these regulated substances must
meet one of the following:

(1) Demonstrate compatibility of the
UST system (including the tank, pip-
ing, containment sumps, pumping
equipment, release detection equip-
ment, spill equipment, and overfill
equipment). Owners and operators may
demonstrate compatibility of the UST
system by using one of the following
options:

(i) Certification or listing of UST
system equipment or components by a
nationally recognized, independent
testing laboratory for use with the reg-
ulated substance stored; or

(ii) Equipment or component manu-
facturer approval. The manufacturer’s
approval must be in writing, indicate
an affirmative statement of compat-
ibility, specify the range of biofuel
blends the equipment or component is
compatible with, and be from the
equipment or component manufac-
turer; or

(2) Use another option determined by
the implementing agency to be no less
protective of human health and the en-
vironment than the options listed in
paragraph (b)(1) of this section. (c)
Owners and operators must maintain
records in accordance with §280.34(b)
documenting compliance with para-
graph (b) of this section for as long as
the UST system is used to store the
regulated substance.

NoTE TO §280.32. The following code of
practice may be useful in complying with
this section: American Petroleum Institute
Recommended Practice 1626, ‘‘Storing and
Handling Ethanol and Gasoline-Ethanol
Blends at Distribution Terminals and Filling
Stations.”

§280.33

§280.33 Repairs allowed.

Owners and operators of UST sys-
tems must ensure that repairs will pre-
vent releases due to structural failure
or corrosion as long as the UST system
is used to store regulated substances.
The repairs must meet the following
requirements:

(a) Repairs to UST systems must be
properly conducted in accordance with
a code of practice developed by a na-
tionally recognized association or an
independent testing laboratory.

NOTE TO PARAGRAPH (a). The following
codes of practice may be used to comply with
paragraph (a) of this section:

(A) National Fire Protection Association
Standard 30, ‘“‘Flammable and Combustible
Liquids Code’’;

(B) American Petroleum Institute Rec-
ommended Practice RP 2200, ‘‘Repairing
Crude Oil, Liquified Petroleum Gas, and
Product Pipelines’’;

(C) American Petroleum Institute Rec-
ommended Practice RP 1631, ‘‘Interior Lin-
ing and Periodic Inspection of Underground
Storage Tanks’’;

(D) National Fire Protection Association
Standard 326, ‘‘Standard for the Safe-
guarding of Tanks and Containers for Entry,
Cleaning, or Repair’’;

(E) National Leak Prevention Association
Standard 631, Chapter A, “Entry, Cleaning,
Interior Inspection, Repair, and Lining of
Underground Storage Tanks’’;

(F) Steel Tank Institute Recommended
Practice R972, ‘“Recommended Practice for
the Addition of Supplemental Anodes to
STI-P3® Tanks’’;

(G) NACE International Standard Practice
SP 0285, ‘‘External Control of Underground
Storage Tank Systems by Cathodic Protec-
tion”’; or

(H) Fiberglass Tank and Pipe Institute
Recommended Practice T-95-02, ‘‘Remanu-
facturing of Fiberglass Reinforced Plastic
(FRP) Underground Storage Tanks’’.

(b) Repairs to fiberglass-reinforced
plastic tanks may be made by the man-
ufacturer’s authorized representatives
or in accordance with a code of prac-
tice developed by a nationally recog-
nized association or an independent
testing laboratory.

(c) Metal pipe sections and fittings
that have released product as a result
of corrosion or other damage must be
replaced. Non-corrodible pipes and fit-
tings may be repaired in accordance
with the manufacturer’s specifications.
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